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INVESTIGATTON AT SUPERSONIC AND SUBSONIC MACH NUMBERS OF AUXTLIARY
INLETS SUPPLYING SECONDARY ATR FLOW TO EJECTOR EXHAUST NOZZLES

By Donald P. Hearth and Robert W. Cubbison

SUMMARY

An investigation was conducted on several auxiliary inlets supply-
ing secondary eir flow to ejector exhaust nozzles. The inlets were
located in a fuselage boundary layer and were evaluated in conjunction
with two ejector configurations. The tests were conducted over a wide
range of primary nozzle pressure ratios at free-stream Mach numbers of
0.64, 1.5, 1.8, and 2.0.

The results indicated ineresses in auxiliary-inlet pressure recov-
ery with increases in scoop height relative to the boundary-layer thick-
ness. The pressure recovery increased at about the same rate as theo-
retlically predicted for an inlet in a boundary layer having a one-seventh .
power profile but was only about 0.68 to 0.75 of the theoretlically ob-
tainable values. Under some operating conditions, flow from the primary
Jet was exhausted through the auxiliary inlet. This phenomenon could
be predicted from the ejector pumping characteristics.

INTRODUCTION

Increases beyond the jet thrust of a conventional convergent nozzle
have been demonstrated when air taken aboard for cooling purposes is
pumped through an ejector surrounding the primary nozzle. This second-
ary air flow may be supplied by auxiliary type inlets such as reported
in references 1 to 3. In order to use this auxiliary air most efficient-
ly the air-supply characteristics should be properly matched to the
secondary air-flow requirements. A method for matching auxiliary inlets
with the secondary air-flow requirements of ejector exhaust nozzles has
been discussed in reference 4.

In the Lewis 8- by 6-foot supersonic wind tunnel, an experimental
program wag conducted in order to obtain the performance of several dif-
ferent auxiliary-inlet configurations, to similtaneously confirm the
theoretical match points, and to evaluate the problems associated with
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combining such inlets with ejectors. Several auxiliary inlet-ejector
configurations were investigated at free-stream Mach numbers of 0.64,
1.5, 1.8, and 2.0 over a wide pressure-ratio range. The results of this

program are reported herein.

SYMBOLS

The following symbols are used in this report:

A area, sq ft
Am cross-sectional area of body, 0.379 sq ft
Cp drag coefficient, I_EEE%_—
= paY,
5 PoVoPn

P - Py
CP intet cowl-pressure coefficient, >

3 PoVo
D diameter, ft
Dg
o ejector diameter ratio
p .
H length of inlet cowl, £t
h height of auxiliary inlet cowl liﬁ from fuselage, in.
1 distance from start of primsry nozzle, in.
L total length of auxiliary inlet-ejector system, 2.029 ft
M Mach number
s
55 auxiliary-inlet mass-flow ratio
P total pressure, lb/sq e
P . static pressure, lb/sq ft
R height of duct at measuring stations, ft
r distance measured from duct floor, ft
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distance between the end of the primary nozzle and the end of the
external shroud, ft

ejector spacing ratio

total temperature, °r

velocity, ft/sec

ejector weight-flow ratio

X axial distance, in.

v distance from the model surface to a point in the boundary layer,
in.

o externsl cowl angle, deg

B inlet floor angle of turn, deg

' ratio of specific heats

s] boundary-layer thickmess, in.

6 wrap around angle of rectangular scoop inlets, deg

¢ circumferential location (O on top of model), deg

Subscripts:

b . boundary layer

c conditions of inlet cowl lip

D drag ! i

1 local

P primary

8 secondary

X axial station

0 free stream




4 CONFTIET ., NACA RM E55J12a

1 cowl lip
a inlet discharge
3 nozzle

APPARATUS AND PROCEDURE

The model installed in the Lewis 8- by 6-foot supersonic wind tunnel
is shown in figure 1, and internal model details are given in figure 2.
The secondary air flow captured by the auxiliary inlets was ducted back
past the total-pressure rake at the inlet-discharge station, through a
divergent fairing, and dumped into the annuler secondary passage. The
primary air, which was obtained from the service-air facilities of the
lsboratory, was preheated to 250° F and then passed through the hollow
support struts into the model. Detalls of the basic model and its tunnel
installation are given in reference 5.

Eight normal-shock aukxiliary inlets were investigated, some in con-
Jjunction with both of the two ejectors studied and the others with only
one of the two ejectors. Details of the various Iinlets are shown in
figure 3. The submerged inlet (fig. 3(a)) had & 7° ramp and a sharp lip
flush with the model surface. The scoop height of the series of four
rectangular scoop inlets (fig. 3(b)) tested varied from 0.239 to 0.653 °
inch, while the wrap around angle was held fixed. A pair of rectangular
scoop inlets each of one half the aspect ratio and approximately the
same height as rectangular inlet 0.324 were also investigated. These
dual inlets were mounted dismetrically opposed (@ = 0O° and 180°) with
the top inlet in the same position (¢ = 0°) as the single rectangular
inlets investigated. A diverter plate was installed on rectangular inlet
0.653 to plow off the lower energy boundary layer. This configuration is
designated as inlet 0.653-S (fig. 3(c)). All the rectangular inlets had
sharp-lipped.cowls with an included 1lip angle of 8°. A number of the
inlets were instrumented with static orifices in order to measure exter-
nal pressure drag. A pair of circular inlets mounted in the same posi-
tion as the dual rectangular inlets (¢ = 0° and 180°) was also investi-
gated (fig. 3(d)). The cowl lips were sharp and symmetricel in cross-
section with a 16° included angle.

The details of the two ejectors investigated are shown in figure 4.
Figure 4(a) shows the details of the ejector having a diameter ratio of
1.158 and a spacing ratio of 0.800. This ejector will be referred to as
ejector 1.16-0.80. In figure 4(5), the details of the ejector with a
1.304 diameter ratio and 0.808 spacing ratio are shown. Similarily, this
ejector will be referred to as ejector 1.30-0.80.

3809
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The flow area variations from station 1 to the discharge stations
of the eight auxiliary inlets investigated are shown in figure 5(a).
The area variation of the secondary flow passage, from the inlet-discharge
station to the nozzle station, is shown in figure 5(b). The sbrupt in-
crease in secondary flow passage area results from the dumping of the
inlet air flow into the annular secondary passage at the end of the
faired discharge (fig. 2).

The flow conditions ahead of the inlet were investigated in order
to determine the boundary-layer profile and thickness. Usual total- and
static-pressure instrumentation were employed. As shown in figure 6, the
boundary layer had very nearly a one-seventh power profile.

Prior to the investigation of the over-all inlet-ejector systems,
the ejectors were individually evaluated, as in reference 5, in order to
determine their pumping characteristics. The primary and secondary air
were obtained from the same source and a sliding bleed valve was used to
throttle the secondary flow. The primary total pressure and weight flow
were calculated from static pressures at the primary nozzle entrance and
from a prior calibration of the primary nozzle. The secondary weight
flow was obtained from a calibrated throttling velve (ref. S5). Second-
ary total-pressure ratio was measured with rakes mounted at the nozzle
station as shown in figure 4.

When the auxiliary inlets were installed, the inlet mass flow was
obtained from the known ejector pumping characteristics and the second-
ary nozzle-station total pressure. Total-pressure recoveries were meas-
ured at both the inlet-discharge station and at the end of the secondary-
flow passage (nozzle station). The total-pressure rake at the inlet-
discharge station had forward and rearward facing tubes (fig. 2). These
total pressures along with the secondary total temperature (measured by
the thermocouples shown in fig. 4(a)) were used to determine the direc-
tion of the flow in the secondary passage. Total pressures at the inlet
discharge and nozzle stations were averaged on an area weighted basis.

RESULTS AND DISCUSSION

Inlet performance. - Pressure-recovery mass-flow characteristics at
zero angle of attack are presented in figure 7 for the auxiliary inlets
investigated. The pressure recovery is at the inlet-discharge station,
prior to the dumping of the flow into the full annulus. Inlet mass flow
was obtained from pressure data and the previously obtained ejector pump-
ing characteristics. In some cases -the subcritical portion of the inlet
maps have been extrapolated to an estimated value of pressure recovery
at zero mass flow. These values were obtained from the ejector pumping
characteristics and the reverse flow limit discussed later in this report.
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Although the pressure recovery of the submerged inlet (fig. 7(a))
appears low, the results are comparable with those reported in refer-
ence 1. The rectangular scoop having the lowest height (inlet 0.239

with a scoop height to boundary-layer thickness ratio gh of 0.195 at

free-stream Mach number MO of 2.0) indicated higher pressure recovery

than the submerged. Further gains resulted as the scoop inlet height
was increased. However, this was accompained by a continuing sharper
pressure-recovery decrease as the inlet wms operated subcritically.

The effect of inlet aspect ratio is apparent from a comperison of
inlets 0.324 (fig. 7(d)) and 0.345-D (fig. 7(e)). Inlet 0.345-D had
about the same capture area and scoop height as inlet 0.324 but consisted
of two inlets on opposite sides of the body (@ = 0° and 180°) each having
gbout 1/2 the aspect ratio of inlet 0.324. A reduction in the critical
mass-flow ratio and pressure recovery resulted from a decrease in the
aspect ratio. The subcritical pressure-recovery characteristics were
also altered.

Application of the splitter-plate technique comménly used on body-
mounted main inlets was attempbted on one of the boundary-layer auxiliery
inlets. The splitter plate effect may be noted from a comparison of the
original inlet 0.653 (fig. 7(f)) and the revised 0.653-S inlet with
splitter plate (fig. 7(g)). Apparently the splitter plate did not divert
the lower energy air since its effect was to reduce slightly the critical
mass-flow ratio and not to generally affect the peak-pressure recovery.
Based on the limited data available, the splitter reduced the amount of
pressure-recovery decrease vwhen the inlet was operated subcritically.

The large increase in the peak-pressure recovery with the use of
the circular inlets (fig. 7(h)) is largely due to the higher energy air
captured by these inlets. For example, at a Mach number of 2.0, about
35 percent of the captured air flow was from outside the boundary layer.
In reference 2, numercus ldealized circular-inlet configurations were
tested while mounted on a flat plate and without internal duct bends.
Because the circular inlets reported herein were not of exactly the same
boundary-layer position as reported in reference 2, no direct comparison
between the idealized and more practical inlets is possible. However,
these results (fig. 7(h)) were about 5 to 10 percent below that which
would be estimated from the data of reference 2. This difference prob-
gbly was due to higher subsonic losses encountered herein.

Flow instebility (pulsing) was noted when the 0.512 and 0.653 reg-
tangular inlets were operated under subcritical conditions. In general,
an increase in scoop height of the rectangular inlets increased this
tendency to be unsteble subcritically. It should bé noted that, although
not apparent from figure 7(g), use of the splitter (inlet 0.653-S) re-
sulted in spasmodic instebility over the entire mass-flow range. No
tendency to pulse was noted for the circular inlets.

3808
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The meximm theoretical mass-flow ratios that the scoop inlets may
capture from the boundary layer (obtained from ref. 4) are indicated in
figure 7. Except for inlets 0.345-D and 0.653-5, the supercritical mass
flow ratios were generally close to the theoretical maximm. Similar
agreement was noted for the circular inléts reported in reference 2.

The performance of the inlets under angle of attack operation at a
Mach number of 2.0 are shown in figure 8. For the single inlet config-
urations (¢ = 0°) positive angles of attack resulted in lower pressure
recovery whereaes negative angles resulted in increases in pressure recov-
ery. These results are as would be expected since positive angle of at-
tack thickened the boundary layer ahead of the inlets, whereas negative
angles thinned the boundary layer. The use of dual inlets reduced the
angle of attack effect as might be expected.

The pressure recovery data of figure 7 has been cross-plotted to
show the effect of the ratio of inlet height to boundary-layer thickness

% and is presented in figure 9. The theoretical pressure recovery pos-

sible for an inlet in a boundary layer having a one-seventh power profile
without internal losses is included. Although the pressure recovery in-
creased with h/8 at about the same rate as theoretical, the experimen-
tal results were approximately 68 to 75 percent of the theoretical values.
Taese large intermal losses may have resulted from the rapid turn (250)
of the duct floor near the cowl-lip station and the relatively sharp turn
of the duct roof just sahead of the rake.

The total-pressure profiles at the inlet-discharge station varied
from inlet to inlet. In figure 10 is shown the effect of scoop height on
these profiles for critical inlet operation. The total-pressure peak
shifted toward the center of the duct and the distortions became more
gevere as the scoop height was increased. Because the velocity difference
across the entering boundary-layer flow is greater as h/S is dincreased
it might be expected that profiles at the inlet-discharge station would
become more severe.

The effect of the inlet operating conditions on the total-pressure
profiles at the inlet discharge is shown for rectangular inlet 0.324
(fig. 11). The distortion was small during subcritical operation but in-
creased in severity as critical operation was approached. Supercritical
operation resulted in the most severe distortion.

Static-pressure orifices were installed on the external cowl of sev-
eral inlets in order to obtain pressure drag. A sample of the pressure
distributions observed is shown in figure 12. Integration of these pres-
sures ylelded the inlet pressure drags presented in figure 13. For all
configurations instrumented, the inlet pressure drag increased as the
mags-flow ratio was decreased. This increase in cowl pressure drag is
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opposite to that generally noted with nose inlets because primarily the
exterior slope of the auxiliary inlets was opposite to that of main in-

lets. When the inlet was supercritical, the external drag of inlet
0.653-S (not including the force on the diverter) was a function of the
internal shock position. This effect, which is not the apparent scatter
in figure 13, may have been caused by pressure feedback influencing the
shock formation sbout the diverter which in turn influenced the pressures
on the inlet cowl.

Performance of secondary-flow passage. - When the air delivered by
an auxiliary inlet is to be used in an ejector, the flow must be dis-
tributed into the annular secondary passage. The section of duct between
the inlet-discharge station and the primary-nozzle station has been
termed the secondary-flow passage. In the present investigation, the
secondery passage (fig. 5) consisted of a rapid area change with the
use of the fairings as shown in figure 2 and of the dumping from the in-
let into the full annular duct, which provided passage for the air back
to the nozzle station. The total-pressure loss associated with this
type of passage is shown in figure 14. Data were included for all con-
figurations and free-stream Mach number. Apparently the loss in total
pressure was primarily a function of the secondary-passage inlet Mach
number. The greater part of this loss probably resulted from the dumping
of the flow rapidly into an ares that was nine times the size of the
entering flow. The total-pressure loss was proportional to the square
of the inlet-discharge Mach number.

The auxiliary-inlet total-pressure recovery that is available to an
ejector does, of course, include the losses encountered in the secondary-
flow passage. Thus, the effective inlet pressure recovery is a function
of the Mach number at the inlet-discharge station, which depends upon the
inlet capture area. Consequently, the smaller inlets tested only en-
countered smell losses in critical pressure recovery; whereas, the larger
inlets encountered higher losses. If, in the design of an inlet-ejector
system, these losses in the secondary duct are considered too great, they
can be reduced by a more gradual area change from the inlet discharge to
the full annular passage.

Total-pressure profiles at the nozzle station are presented in fig-
ure 15(a) in order to show the circumferential distribution of the flow
in the annular secondary-flow passage. The profiles were taken at half
the duct height and for the inlets operating near critical. For the
single inlet configurations, the nonuniformity in the circumferential
flow distribution was reduced as the scoop height was decreased. This
flow distortion was not symmetrical about the vertical center line al-
though the inlets and the passage were. As might be expected, the use
of dual inlets 180° apart minimized the circumferential flow distortions
(compare inlets 0.324 and 0.345-D). If a single circular inlet had been
investigated, a profile more severe than that showmn for the dual circular
inlets might be expected. Apparently, the circumferential flow distri-
sution mey be poorest for single auxiliary inlets with high performance.

FaTriimm e,
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Radial profiles were measured at the nozzle station for all config-
urations. Typical of these profiles are those for inlet 0.653 (fig.
15(b)). The largest distortion was generally on the top of the duct
directly downstream of the inlet discharge (q> = 0°) and was similar in
shape to that noted at the inlet-discharge station. The inlet operating
condition apparently influenced the radial profiles at the two stations
in about the same way.

Inlet operstion influenced the circumferential flow distribution at

half the duct height in the manner shown in figure 15(c) for inmlet 0.653.

Again the poorest profiles were obtained with supercritical operation of
W_~JT

the inlet. Although the ejector weight-flow ratioc ———o varied under

T
T
supercritical inlet operation, the secondary flow was constant
(g /mg = constant) .

Ejector pumping characteristics. - The two ejectors used in conjunc-
tion with the auxiliary inlets were investigated separately over a wide
range of pressures and weight-flow ratios. These tests were made with a

bleed valve between the primary and seconda.rnylows (ref. 5). The ejec-

tors are deslgnated by their diameter ratio -  and spacing ratio S

Dp Dp’
respectively. Pumping characteristics for ejectors 1.16-0.80 and 1.30-
0.80 are presented in figure 16. External Mach number at the low pres-
sure ratios appears to have the ssme effect as reported in reference 6.
Vhen the secondary flow was unchoked, the low base pressure became ap-
parent in the secondary system and lowered the secondary pressure re-
quired to pass a given weight flow.

Conversion of the experimental ejector pumping characteristics (fig.
16) from P3/PP to P3/PO has been made and the results are shown in

figure 17. The inlet pressure recovery required for the ejector to
handle a certain weight flow at a given primary-nozzle pressure ratio
are Indicated directly. The relatively low slope of these curves empha-~
sizes the large effect of inlet-pressure recovery on ejector weight-flow
ratio.

Auxiliary inlet-ejector configuration performance. - The following
equation (develcoped in ref. 4) relates the operation of the combined
system of primary nozzle, secondary air flow, and the auxiliery inlet:

WAT, mg A, [T, K

T, " g g To Pp/2o

(1)
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where
-rp+l
2 -1
1 _2\1/2 1 K ’ Y
Yo - +,2 Yp + 0
- - M 2___ — 2
Kl = MO 1+ > o) ) YP ( )

If the inlet maep and ejector map were converted to the same weight-
flow parameter by equation (l), at any free-stream Mach number the pri-
mary nozzle pressure ratio Pp/PO determines the operating condition of

Ac T
a fixed inlet { — fixed)] and also the ejector weight-flow ratio ——.
. AP Wp V Tp

Conversely, a desired weight-flow ratio may be obtained by selecting the
proper inlet size at the known free-stream Mach number and Pp/PO’ The
inlet pressure recovery necessary for the ejector to handle the desired
weight-flow ratio may be obtained from ejector curves such as figure 17,
and the inlet mass-flow ratio may be obtained from the inlet map. The
required inlet size may then be computed from equation (1).

Each configuration tested in this investigatlon consisted of a fixed
inlet and fixed primary nozzle ejector. Consequently, Ac/Ap wasg fixed

for each inlet-ejector configuration. Af each test Mach number the pri-
mary pressure ratio was varied. This in turn determined all of the inlet

and ejector conditions.

The effect of primary nozzle operation on pressure recovery delivered
by the various inlets is shown in figure 18. At low primery pressure
ratios, the inlets were operating supercritical. As the pressure ratio
was Increased the inlets approached critical and the pressure recovery
increased. Further increases in primary pressure caused subcritical
operation with either increasing or decreasing pressure recovery, de-
pending on the inlet. Eventually, the primary pressure ratio was suf-
ficiently high to stop the inlet flow altogether. This has been termed
the reverse flow limit since further primary pressure ratio increases
resulted in the flow from the primary Jet being exhsusted through the
iniet.

If, at a given primary nozzle pressure ratio, the pressure recovery
delivered by the inlet is less than the pressure recovery required by the
ejector for zero secondaery flow, reverse flow will result (ref. 4). The
limiting curve, therefore, is the relation of pressure-recovery to
primary-pressure ratio for zero secondary weight flow as obtained from
the ejector pumping maps (fig. 17). The results shown in figure 18 in-
dicate good agreement between the experimental and predicted reverse-
flow limits.

3809
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Reverse flow could be measured from either total-pressure messure-
ments (fig. 2) at the inlet-discharge station or total-temperature meas-
urements in the secondary flow passage (fig. 4). Typical data (inlet
0.239, ejector 1.16-0.80) are shown in figure 19. An increase in sec-
ondary temperature is obtained as reverse flow is approached because of
the reduced secondary (coolent) air flow. When this flow was zero, the
secondary temperature essentially reaches its maximum value, which for
all conditions was sbout 93 to 94 percent of the primary jet temperature.
The ratio of the forward to rearward facing total pressures at the inlet-
discharge station indicates a value greater than unity for positive flow
and less than unity for negative flow. Of the two methods employed to de-
termine reverse flow, the temperatures ylelded the more consistent results.

The effect of primary-pressure ratio on the ejector weight-flow
ratio obtained with the fixed inlet-ejector combinstions are presented
in figure 20. Three inlets are shown for each ejector. Hach inlet had
a different type of inlet-pressure-recovery characteristice as shown in
figure 21. The variation of the curves under supercritical inlet flow
W 1/T P
£ Y5 52 = constant
WP“J§; ©
if the inlet is supercritical. When the inlets were operated subcrit-
Wo+T
s \¥'s

ically, the variation of T—Fp— was dependent on the inlet pressure-
LR

agrees with equation (1), which indicates that

recovery mass-flow characteristics.

In order to properly design en auxiliary boundary-layer inlet which
supplies secondary air flow to a known ejector, the type of inlet must
represent a compromise between low inlet-air momentum (low h/S) and
high pressure recovery (high h/S). This problem is more completely dis-
cussed in reference 4. Once the type of inlet and location (h/5) have
been chosen, the capture area of the inlet may be obtained from equation
(1) end the inlet and ejector maps. The number of inlets used and the
inlet aspect ratio can than be computed.

The effect of inlet size on the ejector weight-flow ratio is shown
in figure 22. An inlet having the performance of inlet 0.653 (fig. 16(d))
end an ejector having the pumping characteristics of ejector 1.30-0.80
(fig. 22) were assumed. Curves for various primary-nozzle pressure
ratios are shown, and operation with the inlet at critical is also
indicated.

The family of straight lines describe supercritical inlet operation
b Js¥75 L o airect function of A /A, The TV b oerst
ecause a direct function o . -
c W +T
W, le‘;

ical inlet operation is established by the critical inlet pressure

N N e,
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recovery, (figs. 17(b) and 21). Since the pressure recovery of the inlet
considered decreases subcritically, the weight-flow ratio also decreases
as the inlet size is Increased &t a given primary pressure ratio. If the
inlet had performance such as obtained with the circular inlets, the
welght-flow ratio would Increase under subcritical inlet operatlon as
the pressure recovery increased.’

The effect of primary-nozzle pressure ratio with a given-size inlet
on welght-flow ratio is also apparent from figure 22. As the pressure
ratio is increased, the weight-flow ratio is decreased. At a pressure
ratio of 9.3 the pressure recovery required by this ejector is the same
as the auxiliary-inlet pressure recovery at zero flow. Consequently,
the inlet and ejector will match at zero secondary flow. However, (as
shown in fig. 22) operation with positive flow is also possible at this
pressure ratio. The reason for these two match points can readily be
seen from figure 23(a) where the inlet and ejector maps are superimposed.
Two match points result because the suberitical inlet pressure recovery
had a greater slope than the ejector pumping charascteristics. Two match
points are zlso possible at primary pressure ratios greater than 9.3.

At a ratio of 10, for example, two operating points would result (figs.
22 and 23(b)) if A /A is less than 0.08. The inlet and eJector curves

would not intersect a,t a P /po of 10.0 if A,‘.:/AP was greater than 0.08.

Reverse flow would result for all inlet sizes at primary pressure ratios
greater than 11.0 since the maximum pressure recovery the inlet could
dellver would then be less than the m:[nimum pressure recovery the ejéctor

ol

would tolerate | 8t ——— = 0]}.

T,

SUMMARY OF RESULTS

The following results were obtained from an investigation of
auxiliary-inlets supplyling secondary air flow to ejector exhaust nozzles.
The tests were conducted over a wide pressure-ratio range at free-stream
Mach numbers of 0.64, 1.5, 1.8, and 2.0.

1. Auxiliary-inlet pressure recovery increased with scoop height at
gbout the same rate as theoretically predicted for an inlet in a boundary
layer having & one-seventh power profile. However, the experimental
values of pressure recovery were approximately 68 to 75 percent of the
theoretical, indicating large Internal losses.

2. An increage in scoop height of the rectangular-scoop inlets in-
creased their tendency to pulse during suberitical operation.

ARANAQ
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3. Uneven circumferential flow distribution at the secondaxry air-
flow entrance of the ejector was noted with single iniets having high
pressure recovery. The use of two inlets 180° apart in place of one re-
sulted in a better distribution of the flow.

4. Flow from the primeary Jjet was exhausted through the auxiliary
inlet under some operating conditions which could be predicted from the
ejector pumping characteristics.

5. If the relative slope of the subcritical portion of the inlet
pressure recovery map is greater than that of the ejector pressure re-
covery requirement curve, two match points, each with a different weight
flow, may be possible.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics
Cleveland, Ohio, October 17, 1955 ’
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Figure 6. - Boundary-layer profile ahead of inlet at zero angle of attack.
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stream Mach number, 2.0; zero angle of attack.
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Flgure 15. - Rédial and circumferential total-preassure profiles at nozzle station; free-
stream Mach number, 2.0; zero angle of attack.
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Figure 17. - EJector pressure-recovery requirements.
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